Special Applications

NATIONAL
CRANE"

BOOM TRUCK RANGE

National Crane boom trucks offer special
application configurations including Wireline, for oil
field applications. National Crane also offers more
models, boom lengths, jib options and capacities
than other manufacturers of tractor mount cranes.
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Unique truck configurations
* Tool boxes

* Pintle-hitches

+ Outrigger cribbing and stowage

* Wheelbase rolls

« Lift axles

* Truck backup cameras
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Solutions

Options and Lift Solutions
* Hydraulic hose reels

* Wireless anti-two-block

* Bulkhead and flat-bed options

» Camera systems

* Wireless radio remotes
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Telescoping Crane - Stand-Up Controls Telescoping Crane - Stand-Up Controls Telescoping Crane - Swing Cab Controls
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400B 10 USt 56 ft N/A 66 ft 600H 20 USt 90 ft 25- 45 ft 144 ft 1300A* 30 USt 110 ft 25-44ft 163 ft
(911 (171 m) (N/7A) (20,1 m) (18,11 (27,4 m) (7,6-13,7 m) (439 m) (2721 (335m) (7.6-13,4 m) (49,7 m)

500E2 18 USt 71t 23-41ft 121 ft 1400A* 33 USt 127 ft 30 ft 164 ft
(1631 (21,6 m) (7.0-125m) (369 m) NBT30H-2 30 Ust 110 ft 25- 44 ft 163 ft (2991 (38,7 m) ©1m) (50,0 m)

(27,21) (335m) (7,6-13,4m) (49,7 m)

600E2 20 USt 90 ft 25 - 45 ft 144 ft NBT40-2 40-45 USt 142 ft 31-55ft 204 ft

(1811 (27,4 m) (7,6-13,7m) (439 m) Series (36,3-40,81) (433 m) (9,4-36,8 m) (62,2m)
1400H 33 USt 127 ft 30 ft 164 ft

800D 23 USt 100 ft 25-44ft 152 ft (2991 (38,7 m) 9,1 m) (50,0 m) NBT50 50-55 USt 128 ft 26- 45 ft 179 ft
(2091) (30,5 m) (7.6-134m) (46,3 m) Series (45,4 1) (39,0 m) (79-137m) (54,6 m)

900A 26 Ust 103t 25-44 1t 155 ft NTC55 55 USt 128 ft 26- 45 ft 179t
(2361) (31,4 m) (7.6-134m) (47,2 m) @991) (39,0 m) (79-137m) (546 m)

NBT50L/ 50 USt 151 ft 26 - 45 ft 204 ft
NTC50L (4541) (45,7 m) (7.9-13,7m) (62,2 m)

NBT55L/ 55 USt 151 ft 26 - 45 ft 204 ft
NTC55L (49,91) (45,7 m) (7.9-13,7m) (62,2 m)

NBT60 60 USt 128 ft 26 - 45 ft 179 ft
(54,41) (39,0 m) (7,9-13,7m) (54,6 m)

NBT60L/ 60 USt 151 ft 26 - 45 ft 204 ft
NTC60L (54,4 1) (45,7 m) (7.9-13,7m) (62,2 m)

NBT60XL/ 60 USt 151 ft 26 - 45 ft 204 ft
NTC60XL (54,41 (45,7 m) (79-137m) (62,2 m)

* Also available with open seat controls

National Crane offers the broadest range of telescoping cranes The H Series models have multi-position outriggers that offer
with stand up controls. Capacities range from 10 USt — 33 USt excellent setup flexibility for job site conditions. The Rated

(9,1t — 29,9 t), and National Crane boom trucks have the most Capacity Limiter (RCL) displays the actual outrigger setup, crane
available options and mounting configurations on the market. configuration and diagnostic information.
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National Crane takes the
boom truck into the next
generation with advanced
features such as tilting cabs,
hydraulically removable
counterweight and
unmatched capacities.




